
finish coats

Interior/Exterior

Exterior Gloss
Retention

Exterior Color
Retention

Wood

Metal

Metal Siding

Concrete/Masonry

Vinyl/
Fiberglass

Floors

Coverage/
Gallon

Yes

���

���

Yes  (Interior Only)

Yes

No

Yes

No

No

320 sq. ft.**

Product Details

07-078
Speedset

Plus

Quick Dry,
High Gloss

DTM Enamel

Product Use

Yes

���

���

Yes

Yes

No

Yes

No

Yes

360 sq. ft.**

04-400/402
Polyurethane

Enamel

High Gloss/
Semi-Gloss,

Abrasion-Resistant
Enamel

Yes

�����

�����

Yes

Yes

Yes

Yes

Yes

Yes

320 sq. ft.**

05-502
Acrylic DTM

Polyurethane

Semi-Gloss,
Direct-to-Metal

 Enamel

Yes

�����

�����

Yes

Yes

Yes

Yes

Yes

No

360 sq. ft.**

07-588
Silicone Alkyd
DTM Enamel

High Gloss,
Hi-Build,

Premium Enamel

**Theoretical coverage per gallon, per coat, when applied to a smooth surface at recommended film thickness.
No allowance is made for material loss during mixing or application.  When calculating amount of product needed,

a good generic rule-of-thumb to allow for surface irregularities, surface absorption, and losses during mixing
and application, is to divide total square feet by 250 for 1 coat and by 125 for two coats.

Columbia Industrial Finish Product Guide

* Dry times will vary depending on air and surface temperature, humidity and wet film thickness.
Stated times assume 77º F and 50% relative humidity during and following application.

**Factory tinted colors (including Gloss Black and Satin Black) and White Base colors: Apply second coat within 2 hours or after 72 hours.
Deep Base colors:  Apply second coat within 3 hours or after 96 hours (4 days).
Neutral Base colors:  Apply second coat within 4 hours or after 144 hours (6 days).

= Good = Excellent

Generic Type

Solvent Type

Finish/Sheen

Dry-to-touch*

Dry-to-handle*

Dry-to-recoat*

Colors

Clean-up

Quick Dry Oil

Solvent

Gloss

30-60 min

1-2 hours

Varies by Color**

Full Range

Xylene

Slower Dry Oil

Solvent

Gloss & Semi-Gloss

1-2 hours

3-4 hours

3-4 hours

Full Range

Mineral Spirits

Acrylic Latex

Water

Semi-Gloss

30-60 min

2 hours

4 hours

Full Range

Water

Silicone Alkyd

Solvent

Gloss

4-6 hours

4-6 hours

4-6 hours

Full Range

Mineral Spirits


