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EPOXIES
Acrylic, H.D. Waterbase, and Polyamide

Choose from a variety of epoxies designed
for a wide range of applications requiring

excellent durability and performance, including
food processing plants, water treatment plants,

power-generating plants, marine service,
and much more.

999-0108



05-920 Acrylic Epoxy
Superior coating for walls, trim and a variety of other 
vertical surfaces.

• A two-component, 4:1 mix ratio, water-based, high 
gloss, catalyzed coating.

• Combines the resistance properties of epoxy with the
color and gloss retention of acrylics.

• Ideal for use when you require added durability,
film hardness and clean-ability as compared to 
conventional enamel products.

• Available in white and pastel colors.

05-930 H.D. Waterbase Epoxy
Excellent for use as a floor coating, as well as for application
to walls, machinery and a variety of other surfaces.

• A new-generation, two-component, 3:1 mix ratio,
water-based, gloss, catalyzed epoxy.

• Provides performance equal to solvent based epoxy 
systems. Will not lift existing coatings.

• Low odor, non-toxic. Class “A” fire-rated, nonflammable.
• Available in a wide variety of colors.

07-910 Polyamide Epoxy
Recommended for use on machinery, masonry, floors, 
walls, concrete, steel, tile, fiberglass, porcelain and more.

• A two-component, 1:1 mix ratio, solvent-based,
gloss, polyamide epoxy.

• Provides a durable, flexible, chemically resistant
finish for interior or exterior surfaces exposed to 
corrosive environments.

• This product has been proven by years of exposure 
to fumes or splashes from solvents, alkalis, and moisture.

• Available in a wide variety of colors.

Contact your Columbia
Representative for a
recommendation regarding
your specific application and
exposure conditions.

Application Suitability

Floors
Machinery
Shower Stalls
(Tile/Fiberglass/Porcelain)

Indoor Pool Areas
Drywall
Plaster
Wood
Concrete
Steel (new)
Masonry
Previous Coatings
Exterior Exposure

07-910
Polyamide

Epoxy

05-930
H.D.

Waterbase
Epoxy

05-920
Acrylic
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Yes Yes (primed) Yes  (primed)

Yes Yes Yes
Yes^ Yes Yes
Yes# Yes# No

*  Interior only.
^  Over waterbase coatings; test for compatibility over non-waterbase coatings.
#  Will chalk - does not effect performance.

Product Performance

High Scrub Areas
Moisture Resistance
Chemical Resistance
Alkali Resistance
Acid Resistance
Fuel Oil Resistance
Gasoline Resistance
Suitability for use in
incidental food
contact applications.
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Waterbase
Epoxy

05-920
Acrylic
Epoxy

^  Limited to splash and minor spills.
*  Limited to mild exposures.

INDUSTRIAL COATINGS – formulated specifically for
industrial/maintenance/OEM environments.


